112"
NPT(F)
“. [
. % 5, TRHER
100 +2
MATERIAL : A479 SS316, A479 SS304, A105, BRASS IS319, MONEL,
HASTELLOY.

PORT CONNEC. : NPT, BSP, BSPT MALE AND FEMALE, TUBE END.
BALL SEAL : RPTFE
JOINT SEAL : VITON, BUNA 'N'
TEST PRESSURE : 25°C ROOM TEMPERATURE
PNEUMATIC : 10 Kg/cm?2.
FINISH : CS ZINC PLATED AND DICHROMATED, SS - NATURAL.

ALL DIMENSIONS ARE FOR REFERENCE ONLY & SUBJECT TO CHANGE WITHOUT NOTICE.
ALL DIMENSIONS ARE IN MM UNLESS SPECIFIED

60

A/F

Sr.No| DESCRIPTION | MATL. QTY
1 |BODY SS304 1
2 |CONNECTION SS304 1
3 |BALL SS304 1
4 |STEM SS304 1
5 |SEATS P.T.FE. 2
6 |JOINT SEAL VITON 1
7 |GLAND SEAL P.T.F.E. 1
8 |RETAINER SS 304 1
9 |WASHER SS 304 1
10 |STOP PIN SS 304 1
11 |STEM NUT SS 304 1
12 |HANDLE SS 304 1
13 [SLEEVE P.V.C. 1

REV.

DESCRIPTION

DATE

TITLE : BALL VALVE (1 PIECE DESIGN)

DRN.

CHK.

SCALE : NTS.

APPD.

DRG. NO.: KFI/---/---
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